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12VDC Dimmable Sensor Module 

The motion detector can turn on the l ight based on movement. With this detector bui lt in, 

l ight is automatical ly on when needed and dimmed to preset level before it is total ly off. 

Step-dim function
(corridor function)

Product
Feature

The l ight keeps off during daytime 

even when movement is detected. 

(Ambient lux level is above preset 

dayl ight threshold)

With movement and insuff icient 

ambient lux level, the l ight is 

tr iggered on 100% by the detector.

The l ight turns off automatical ly 

after stand-by time.

If there is no more movement, the 

l ight dims to stand-by dimming level 

after hold-t ime.

Model: UC18DC/RC+URC06

Remote Version
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Wiring
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Cei l ing mounting (m) Wall mounting (m)

he
ig

ht
 (m

) 

he
ig

ht
 (m

) 

h igh sensit ivity area low sensit ivity area high sensit ivity area low sensit ivity area

Settings

Reset Reset function
Press "RESET" button, al l sett ing go back to factory default sett ing as fol lowed:

Press the ON/OFF button, the l ight goes to permanent on or permanent off

Press "RESET" buttons to quit from this mode.

ON/OFF Permanent ON/OFF Function

Select as appropriate to adjust/reduce sensor sensit ivity, 100% and 50%, pls refer to detection pattern.

Detection range

Hold t ime refers to the t ime period that the l ight remian 100% on if no more movement detected

Hold Time

Select dayl ight sensor threshold level at 30lux. Ambient l ight must below this lux threshold for 

sensor to turn l ight on.

Press Lux Disable button for f ixture to always turn on when motion detected.

Daylight sensor

Disable 10%1min

detection range hold t ime

10min

stand-by period stand-by dimmingdayl ight sensor

100%

ON/OFF

30LUX

ON/OFF Reset

20min 1H

3min

Model:URC-06



同遥控功能一致
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Input

Output

Stand-by power

Sensit ivity

Specification
12VDC    (≥25mA)

5V PWM / 0-10V

<0.3W

5.8 GHz +/- 75MHz

<0.2mW

30o  ~ 150o 

-20o C ~ +60o C

Hold-t ime

Stand-by time

Stand-by dim level

Dayl ight sensor

Microwave frequency

Transmitt ing power

Detection range

Detection angle(Max)

Working temperature

Max. instal lat ion�height: 6m

Max. detection range: Ø 12m @ 3m instal lat ion height

100% / 50%

Test / 30s / 1min / 5min / 10min / 20min / 30min / 1h 

10s / 3min / 10min / +∞

0% / 10% / 30% / 50% 

30lux / disable 

Stand-by period (tri-level control)
Press the buttons of “stand-by period” to set stand-by period at 10s / 3min / 10min / +∞ .

Note: “+∞” means bi- level control, l ight never switches off . 

Stand-by dimming level

Press the buttons of “stand-by dimming level” to set the stand-by dimming level at 0% / 10% / 30% / 50%.

Note: “0%” means on/off control


